ARMSTRONG

BF3S10SPBN

Ball valve, 3-piece full bore design, suitable for air, gas, water and low
pressure steam,

- Body, ball & stem: 316 stainless steel

- Seats: RPTFE

« End Connections: Screwed BSP or socket weld
« Maximum pressure rating: 7,000 kpa (1,000 psi)
« Maximum temperature rating: 204 degrees C

« Sizes: 8mm to 50mm
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r—@ = MATERIALS LIST
/ NO PART NAME MATERIAL
: BODY ASTM A351 Gr.CF8M
! / 4 | BALL ASTM A351 Gr.CF8M
5 | STEM SS316
[ 9 | END CAP ASTM A351 Gr.CF8M
&_‘@ c 12 | SEAT RTFE.
e 13 | THRUST WASHER RTFE.
4 | STEM PACKING RTFE.
L1 5 | GLAND BUSH 55304
9 | HANDLE SS304
21 | HANDLE COVER VINYL GRIP
30 ézle4 .{Q@ - ) 22 | STEM NUT SS304
29 = 24 | HANDLE NUT 55304
28 | LOCKING PAD SS304
15 i — 29 | BELLEVILLE WASHER| SS304-CSP
I 30 | TAB WASHER SS304
32 H1 31| O-RING VITON
14 i 32 | PACKING FOLLWER | PTFE.+25%G.F.
35 | BODY BOLT SS304
31 | H 36 | BOLT WASHER SS304
%%— Ha 37 | BOLT NUT SS304
13
| | DIMENSIONS unit:mm
5 4 - I ~ 4 PORT SIZE_JPORT| L | E [ H [ Hi [ H4 | C | OK | OK1] Z4 [Zz1-4] L1
12 T DN8 | 1/4" | 11.5 | 635 [112.0] 73.0 | 8.5 | 37.0 | 9.0 | 50.0 | 36.0 | 7.0 | 6.0 | 225
DN10| 3/8" | 12.5 | 63.5 [112.0] 73.0 | 8.5 | 37.0 | 9.0 | 50.0 | 36.0 | 7.0 | 6.0 | 22,5
DN15] 1/2" | 15.0 | 63.5 [112.0] 73.0 | 8.5 | 37.0 | 9.0 | 50.0 | 36.0 | 7.0 | 6.0 | 225
9 éf% Wi DN20 | 3/4" | 20.0 | 72.5 [112.0] 80.8 | 8.5 | 450 | 9.0 | 50.0 | 36.0 | 7.0 | 6.0 [ 275
4 DN25| 1" | 25.0 | 81.0 [136.0] 90.5 [ 11.4 | 53.5 | 9.0 | 50.0 | 36.0 | 7.0 | 6.0 | 34.0
DN32 [1-1/4"| 32.0 | 94.5 [185.0] 98.7 | 11.4 | 59.0 | 9.0 | 50.0 | 36.0 | 7.0 | 6.0 | 42.5
1 DN40 [1-1/2"| 38.0 [108.0[197.9]115.3] 14.0 | 74.8 | 14.0 | 70.0 | 50.0 | 9.0 | 7.0 | 52.0
L DN50| 2" | 50.0 [121.5]197.9]124.0] 13.7 | 83.5 | 14.0 | 70.0 | 50.0 | 9.0 | 7.0 | 63.5
WORKING PRESSURE: 1/4"~2"  1000PSI DNG65 | 2-1/2"| 65.0 [157.5]267.0|155.0] 18.0 |108.8] 17.0 [102.0] 70.0 | 11.0 | 9.0 | 855
2-1/2"~4"  800PSI DN80 | 3" 80.0 [190.0(267.0{208.5| 18.0 [118.3| 17.0 [102.0( 70.0 [ 11.0 | 9.0 [102.0

DN100] 4" ]100.0[225.0{322.0|216.7| 18.0 [153.8| 17.0 {102.0] 70.0 | 11.0 | 9.0 [128.5




