
US
Solenoid valve, heavy pattern, normally closed.

Suitable for steam, water, air, gas and most non corrosive chemicals

• Body & bonnet: Bronze
• Plug: PTFE + 15% GF
• Core needle, tube & Spring: Stainless steel
• Available voltages: 240vAC, 110vAC and 24vDC
• End Connections: Screwed BSP
• Maximum pressure rating: 1,500 kpa cold, 1,035 kpa steam
• Sizes: 15mm to 50mm

UW
Solenoid valve, light pattern, normally closed.

Suitable for water, air, gas and oil

• Body & bonnet: Brass
• Diaphragm & Disc: NBR
• Coil: DIN
• Available voltages: 240vAC, 110vAC and 24vDC
• End Connections: Screwed BSP
• Maximum pressure rating: 1,000 kpa cold up to 25mm, 500 kpa

32mm to 50mm
• Sizes: 15mm to 50mm

SUS
Solenoid valve, stainless steel construction, heavy pattern.

Suitable for steam, water, air, gas and most chemicals

• Body & bonnet: 316 stainless steel
• Plug: PTFE
• Core needle, tube & Spring: Stainless steel
• Available voltages: 240vSC, 110vAC and 24vDC
• End Connections: Screwed BSP
• Maximum pressure rating: 1,500 kpa cold, 1,035 kpa steam
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