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& N8 Free Floating Lever Drain Traps

Al'mStl'on9® For Loads to 50 000 Ib/hr (22 679 kg/hr)...Pressures to 1 000 psig (69 barg)

Table LD-14. Maximum Operating Pressures for Handling Different Specific Gravity Liquids With Orifices Available in Guided Free Floating Lever Drain Traps. (See pages LD-29 and

LD-30.)

Sp. Grav 1.00 .95 .90 .85 .80 .75 .70 .65 .60 .55 .50
Model No. Orifice Maximum Operating Pressure psig (barg)
in psig | barg | psig | barg | psig | barg | psig | barg | psig | barg | psig | barg | psig | barg | psig | barg | psig | barg | psig | barg | psig | barg
18 21 [ 83 109 76 | 98 [ 68| 87 [ 60| 75 [ 52 [ 64 [ 44 | 52 [ 36 | 41 [ 28|29 [20] 18 [12 | 6 [ 04
D 7/64 43| 99| 130 90| 16 | 80 | 103 | 71 | 89 | 61 | 75 | 52 | 62 | 43 | 48 | 33 | 35 | 24 | 21 | 14 7 | o5
#38 182 | 125 | 164 | 1 | 147 | 102|130 [ 90 | 13 | 78 | 95 | 66 | 78 | 54 | 61 | 42 | 44 | 30 | 26 | 18 | 9 | 06
5/64 300 [ 207|289 [19.9 | 259 | 178 | 228 | 157 | 198 | 137 [ 168 | 1.6 [ 137 [ 95 [ 107 | 74 | 77 | 53 | 47 | 32 | 16 [ 11
78 176 | 121 | 161 | 11 | 146 | 101 | 130 [ 90 [ 15 | 79 [ 100 | 69 | 85 | 58 | 69 | 48 | 54 | 37 [ 39 [ 27 | 24 | 16
1D 7/64 209 | 14 | 191 | 13 | 173 | 12 | 155 [ 107 [ 137 | 94 | 119 | 82 [ 100 | 69 | 82 | 57 | 64 | 44 | 46 | 32 | 28 | 19
#38 264 | 18 | 242 | 17 | 219 | 15 | 196 | 14 [ 173 | 12 | 150 | 104 | 127 | 88 | 104 | 72 | 81 | 56 | 59 | 40 | 36 | 25
5/64 400 | 28 400 | 28 | 384 | 27 | 344 | 24 [ 304 | 21 [ 264 | 18 [224 | 15 [ 183 | 13 [ 143 | 99 | 103 | 71 | 63 | 43
5/16 22 |15 | 20 | 14 [ 18 [ 13 [ 17 | 1 5 |10 ] 13 ]oo| 1 |[o8|]1w|[07] s |o5]|] 6 |04] 4 |03
14 36 | 25|33 | 23|30 | 21|27 19| 24|17 | 22]15]| 19 |13 16 | 11 3 |09]| 10 |07| 7 |o05
2-LD to 250 psig 3/16 79 | 55| 73 | 50| 67 | 46 | 60 | 42 | 54 | 37 | 47 | 33 | 41 |28 |35 |24 |28 | 20| 22 |15 | 16 11
(17 barg) 5/32 137 | 94 | 126 | 87 | 15 | 79 [ 104 | 72 | 93 | 64 | 82 | 56 | 71 | 49 | 60 | 41 | 49 | 34 | 38 | 26 | 27 | 18
22-LD to 533 psig 78 234 | 161 | 215 | 148 | 196 [ 135 | 178 | 122 | 159 | 10.9 | 140 | 96 | 121 | 84 | 102 | 71 | 83 | 58 | 65 | 45 | 46 | 32
(37 barg) 7/64 299 | 206 | 275 | 19 | 251 | 173 | 227 | 157 [ 203 | 14 [ 179 | 12 [ 155 [ 107 | 131 | 90 | 107 | 74 | 83 | 57 | 59 | 40
#38 372 | 257 | 342 | 236 | 313 | 216 | 283 | 195 | 253 | 174 | 223 | 15 | 193 | 13 | 163 | 12 | 133 | 92 [ 103 | 71 | 73 | 50
5/64 533 | 37 | 475 | 33 [ 461 [ 32 | 417 | 29 | 372 | 26 | 328 | 23 | 284 | 20 | 240 [ 17 | 196 | 14 | 152 | 105 | 108 | 74
516 29 [20 26 [ 18] 2316 [ 21 [ 141812155 [10]122]oo[10 o7 7 [os] 4 [o03] 2 01
/4 47 | 33| 43 [ 30| 38 |26 |34 | 23|29 | 20| 25| 17 | 20|14 |16 | 11|12 |08 7 |os| 3 |o02
3/16 104 | 72| 94 | 65| 85 | 58| 75 | 52 | 65 | 45 | 55 | 38 | 45 | 31 | 35 | 24 | 25 | 18 | 16 | 11 6 | 04
22D 5/32 180 | 12 [ 163 | 1 | 146 | 10 | 129 | 89 | M2 | 77 | 95 | 65| 78 | 54 | 61 | 42 | 44 | 30| 27 | 19 | 10 | 07
8 307 | 21 | 278 | 19 | 249 | 17 |220| 15 [ 191 | 13 [162 | 1 [133 | 9 |104 | 72 | 75 | 52| 46 |32 17 | 12
7/64 393 | 27 | 356 | 25 | 319 | 22 | 282 | 19 [245| 17 [207 | 4 [170 | 12 | 133 | 9 | 96 | 66 | 59 | 41 | 22 | 15
#38 489 | 34 | 443 | 31 | 397 | 27 | 351 | 24 [ 304 | 21 [258| 18 [ 212 | 15 |16 | 11 |120 | 8 73 | 51 | 27 | 19
5/64 600 | 41 [ 600 | 41 |585| 40 | 517 | 36 [ 449 | 31 [ 381 | 26 [ 313 | 22 [ 244 | 17 | 176 | 12 [ 108 | 7 | 40 | 2.8
3-LD to 250 psig 12 16 | 1 4 | 10| 13 |o9]| 12 [o8| 10|07 9 |o6|] 7 |o5]|] 6 [04] 5 [03] 3 [02] 2 01
(17 barg) 3/8 33 (23| 31 | 21|28 |19 |25] 17| 22|15 19 |13 ]| 16 | 11 B3 |09 10 |07]| 7 |o5| 4 |03
(Cast Iron) 5/16 54 | 37 | 49 | 34| 44 [ 30|39 | 27|35 | 24|30 | 21|25 |17 |20]|14 )16 | 1 m o8| 6 | 04
: 9/32 71 | 49| 65 | 45| 59 | 40| 52| 36| 46 | 32| 40 | 27| 38 | 23|27 |19 ]| 21|14 15|10 8 | 06
13""(33;°b‘:;7rg)p5'9 1/4 107 | 74 | 97 | 67 | 88 | 61 | 79 | 54 | 69 | 48 | 60 | 41 | 50 | 35 | 41 | 28 | 32 | 22| 22 [ 15| 13 | 09
Stainless) 7/32 1553 | 105 | 139 | 96 | 126 | 87 | 12 | 77 | 99 | 68 | 85 | 59 | 72 | 50 | 59 | 40 | 45 | 31 | 32 [ 22 | 18 | 12
3/16 230 | 16 | 209 | 14 | 189 | 13 | 169 | 12 | 149 [103 | 129 | 89 [ 108 | 75 | 88 | 61 | 68 | 47 | 48 | 33 | 27 | 19
33-LD to 900 psig 5/32 359 | 25 | 327 | 23 | 296 | 20 | 264 | 18 [ 233 | 16 | 201 | 14 | 169 | 12 | 138 | 95 |106 | 73 | 74 | 51| 43 | 29
(62 barg) /8 726 | 50 | 662 | 46 | 598 | 41 | 534 | 37 | 470 | 32 | 406 | 28 [ 342 | 24 | 278 19 | 214 | 15 | 150 | 103 | 86 | 5.9
(Steel) 7/64 900 | 62 | 847 | 58 | 765 | 53 | 683 | 47 | 601 | 41 | 519 | 36 [ 437 [ 30 [356 | 25 [274 | 19 | 192 | 13 [ 110 [ 76
11/16 21 [ 14|19 [13 18 [12]16 | 11|15 [10]13]oo]122]os[10[o07] 9 [os] 7 [o5] 6 [o04
7/8 32 | 22|30 | 21| 28|19 26|18 23|16 | 21|14 19 |13]| 16 | 11 4 | 10| 12 |os| 9 | 06
3/4 47 | 32| 44 | 30| 40 |28 | 37 | 25| 34 | 23|30 | 21|27 |19 |24 |16 |20 |14 ]| 17 |12] 14 |o09
5/8 72 | 49| 67 |46 | 61 | 42 | 56 | 39| 51 | 35| 46 | 32 | 41 [ 28 |36 |25 | 31 | 21| 26 | 18| 21 | 14
9/16 95 | 65 | 88 | 61 | 8 |56 | 75 | 52| 68 | 47 | 61 | 42 | 55 | 38 | 48 | 33 | 41 [ 28 | 34 [ 24 | 28 | 19
12 138 | 95 | 128 | 88 | 118 | 81 | 108 | 75 | 99 | 68 | 89 | 61 | 79 | 54 | 69 | 48 | 59 | 41 | 50 | 34 | 40 | 2.8
6-LD 716 196 | 13 [ 182 | 13 |18 | 12 | 154 | 11 | 140 | 10 | 126 | 87 | 12 | 77 | 98 | 68 | 85 | 58 | 71 | 49 | 57 | 39
CastlIron 3/8 250 | 17 | 250 | 17 | 250 | 17 | 243 | 17 [ 221 | 15 [199 | 4 |77 | 12 | 155 | 1 [133 | 90 | m | 77 | 90 | 6.2
1/32 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 [ 250 | 17 [250 | 17 [236 | 16 | 207 | 14 | 178 | 12 | 148 | 10 | 19 | 82
5/16 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 [250 | 17 [ 250 | 17 |250 | 17 | 250 | 17 | 228 | 16 | 191 [ 13 | 153 | 1
9/32 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 [250 | 17 |[250 | 17 |[250 | 17 | 250 | 17 | 250 | 17 |[250 | 17 | 201 | 14
14 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 [ 250 | 17 | 250 | 17 |250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17
7/32 250 | 17 | 250 | 17 | 250 | 17 | 250| 17 [ 250 | 17 | 250 | 17 |250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17
3/16 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 [250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 | 250 | 17 [ 250 | 17 | 250 | 17
1-1/16 16 | 11 155 | 101 ] 13 |oor| 12 [o81 | 10 [o71| 9 [o6| 7 |o5| 6 |[04]| 4 [03 ] 3 |02 1 01
7/8 25 | 17 | 23 | 16 | 21 | 14 | 18 | 13 | 16 | 1 14 |ogs| 1 |079| 9 |063| 7 |047| 5 |031| 2 | o016
3/4 36 | 25 | 33 [ 23|30 | 21|27 |18 | 23|16 | 20 | 14 | 17 1 13 |091| 10 |oe8| 7 |045| 3 |022
5/8 56 | 39 | 51 | 35| 46 | 31 | 41 | 28| 35 | 24| 30 | 21 | 25 | 17 | 20 | 14 | 15 [105| 10 |069| 5 | 034
9/16 74 | 51| 67 | 46 | 60 | 42 | 54 | 37 | 47 | 32 | 40 | 28 | 34 | 23 | 27 | 18 | 20 | 14 | 13 |092| 7 |o046
12 107 | 74 | 97 | 67 | 88 | 60 | 78 | 54 | 68 | 47 | 58 | 40 | 49 | 34 | 39 | 27 | 29 [ 20 [ 19 | 13 | 10 | 066
36-LD 716 1552 | 105 | 138 | 96 | 125 | 86 | 1M | 76 | 97 | 67 | 83 | 57 | 69 | 48 | 55 | 38 | 41 [ 29 | 27 | 19 | 14 |o094
Forged Steel 3/8 240 | 17 | 218 | 15 | 197 | 14 | 175 | 12 [ 153 [105 | 131 | 90 [109 | 75 | 87 | 60 | 65 | 45 | 43 [ 30 | 21 | 15
1/32 320 22 | 291 | 20 | 262 | 18 | 233 | 16 [203| 14 [174 | 12 [145 | 10 | 16 | 80 | 87 | 60 | 58 | 40 | 29 | 20
5/16 41 | 28 | 374 | 26 | 336 | 23 | 299 | 21 [ 262 | 18 [ 224 | 15 [ 187 | 13 | 149 | 103 | M2 | 77 | 74 | 51 | 37 | 25
9/32 539 | 37 | 490 | 34 | 441 | 30 [ 392 | 27 | 343 | 24 | 293 | 20 | 244 | 17 | 195 | 13 | 146 | 101 | 97 | 67 | 48 | 33
/4 788 | 54 | 716 | 49 | 644 | 44 | 573 | 39 [ 501 | 35 [429 | 30 [ 357 | 25 | 286 | 20 | 214 | 15 | 142 | 98 | 70 | 49
7/32 1000| 69 |1000| 69 | 910 | 63 | 808 | 56 | 707 | 49 | 606 | 42 | 505 | 35 | 403 | 28 | 302 | 21 [ 201 | 14 | 99 | 69
3/16 1000]| 69 |1000] 69 [1000| 69 [1000| 69 |1000| 69 | 992 | 68 | 826 | 57 | 660 | 46 | 494 [ 34 [ 328 | 23 | 163 | 1.2
Specific Gravity 1.00 95 .90 85 80 75 70 65 60 .55 50

NOTE: If specific gravity falls between those shown in the chart, use the next lower gravity. For example, if specific gravity is 0.73, use 0.70 gravity data.

High Temperature Service

Maximum allowable working pressures

of floats decrease at temperatures

above 100°F (37.8°C). Allow for approximately:
« 10% decrease at 200°F (93.3°C)

« 15% decrease at 300°F (148.9°C)

« 20% decrease at 400°F (204.4°C)

The float is not always the limiting factor, however. Consj
with Armstrong Application Engineering if you have a
high-temperature application that also requires maximun
operating pressures.
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Designs, materials, weights and performance ratings are approximate and subject to change without notice. Visit armstronginternational.com for up-to-date information.
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